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1. From the main screen, tap the Hours of Service icon.  

2. Tap the Day Log tab (A).  

3. Tap the Inspector button (B). 

The device will now be in inspector mode where the DOT officer can 
see more details in the Day Log tab for the selected period.  

¶ Scroll through the available days by using the arrows in the top 
right (C). 

¶ Use the scrollbar (D) to reveal more records for that particular day. 

¶ If asked, tap the Header button (E) to show that information to the 
officer. 

4. When prompted, tap the Graph tab (F) to show your day log. 

¶ Scroll through the available days by using the arrows in the top 
right (C). 

¶ Tap the Next and Previous buttons (G) to cycle through the status 
events. 

¶ Tapping the Info button (H) will show you the carrier information 
for the driver for the selected day. 

 

Follow the instructions on the back of this card to send your 
ERODS records to the DOT officer. 

 

Hours of Service  
DOT Quick Reference Card for use with the  

D 
E 

C 

G 

Omnitracs Intelligent 
Vehicle Gateway 

IVG 

F 

H 

More help information and step by step instructions can be found on the IVG by tapping on the 
help icon in the bottom left area of the screen. You can also watch training videos on the web at 
https://customer.omnitracs.com/training 
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Follow these steps to transmit HOS records via 
Web Services or Email. 

1. Tap the Day Log tab. (A) 

2. If you are still in “Inspector mode” tap on the Driver 
button (B). 

3. Tap the ERODS button (C). 

4. Select Web Services or Email on the left (D). 

5. Enter a comment if requested then tap Send (E). 

6. A confirmation screen will appear. 

7. If the transfer is unsuccessful, the display is considered a 
compliant secondary record of duty status  
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Malfunctions and Diagnostics 
If you receive any of the following errors or malfunctions on your ELD you are required to keep paper logs until the 
malfunction has been corrected. 
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* Power – An ELD must be powered and functional within 
one minute of the vehicle’s engine receiving power and 
remain powered for as long as the vehicle’s engine stays 
powered. 

* Engine Synchronization – An ELD is required to establish a 
link to the engine ECM and monitor its connectivity to 
the engine ECM and its ability to retrieve the vehicle 
parameters. 

* Timing – The ELD must cross-check its compliance with 
the external UTC source and must record any timing 
compliance malfunction. 

* Positioning – An ELD must monitor the availability of 
position measurements meeting the listed accuracy 
requirements and track the distance and time from the 
last valid measurement point. 

* Data Recording – An ELD must monitor its storage 
capacity and integrity and must detect a data recording 
compliance malfunction if it can no longer record or 
retain required events. 

* Data Transfer – An ELD must implement in-service 
monitoring functions to verify that the data transfer 
mechanism(s) are continuing to function properly 

* Other – Any other ELD detected malfunction such as 
Bluetooth, relay, etc. 
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